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 C.P.W.D. Specifications can be seen in the office of CO(MBSQ), CRRI staff colony, Maharani Bagh, 

New Delhi-65 

 

ñContractor must submit duly filled in along with the Tenderò 

 

Note:  Tenderer shall be deemed to have received/seen all the above papers, drawings for the work, All 

documents issued are to be returned duly signed by Tenderer while submitting his offer.   

 

             Crossed Demand Draft/Bankerôs Cheque for Rs. 1,05,934.00  drawn 

éééééééééééééé.. on éééééé. has been sent to the officer opening the 

tenders as E.M.D. 

 

             Particulars of receipt number of money deposited with the Cashier, C.R.R.I. , New Delhi-110020             

  

 Receipt no ééééééé.. Book No. ééééé..Datedéééééé 

  For Rs. 1,05,934.00 as E.M.D. 

 Cost of Tender ï Rs 1000.00 

 Receipt no.. éééééé.Book No. ééééé..Datedéééé 

Tender Issued to: - 

M/s ééééééééééé 

       éééééééééééééé 

       éééééééééééééé 

       Tel Noéé 

      ( Signature of the Tenderer)                                          Signature of the Officer  Issuing Tender 



                                                         

 
CENTRAL ROAD RESEARCH INSTIT UTE 

DELHI -MATHURA ROAD, P.O CRRI, NEW DELHI -20 

 

ñNOTICE INVITING TENDERò 

 
Item rate sealed Tenders are hereby invited for the following work from the Contractors  of 
appropriate class of C.P.W.D., Railways, M.E.S., P&T Department and/ or from those who have 
carried out one / two / three similar works of  80% / 50% / 40% value of estimated cost during 
last five years for CSIR / State, Semi-Government and reputed private organizations amounting 
to Rs. 42.37 Lakhs only in a single contract. The tenderers are required to produce proof of 
fulfilling these conditions & proof of registration from sale tax department (if applicable) and 
electrical license (for electrical work only) while making request for issue of tender documents. 
 

 

S. 

No 

 

Name of the Work 

 

Estimated Cost  

Earnest Money 

Deposit 

 

Cost of 

Tender 

 

Completio

n Period 

1. 

 

Rehabilitation of Columns, 

beams & replacement of 

balcony parapet of type II & 

type III flats ( 30 nos.) of 

three storey building at CRRI 

staff colony, Maharani Bagh, 

New Delhi-65. 

 

*Rs.  

52,96,697.00 
 

 

Rs. 1,05,934/- 

 

Rs. 1000/- 

 

Twelve 

months 

*The estimated cost is based on CPWD DSR-2007 for Civil work and SR-07 for Electrical work in 

addition to some market rate items. 

 

Tender documents can be obtained from the office of the CO(MBSQ), CRRI staff colony, Maharani Bagh, New 

Delhi-65 during the office hours from 10.00 a.m. to 4.00 p.m. on all the working days from  13
th
  June  2008 to 

2
nd

 July 2008 on a payment of Rs 1000.00 for tender documents in cash to be deposited with cashier, CRRI 

which is not refundable. 

 

The earnest money amounting to Rs. 1,05,934/- for the above work will have to be deposited in the 

form of Demand Draft / Pay order in favour of Director, CRRI or to be deposited with Cashier, CRRI and 

receipt to be enclosed with the tender. Sealed tenders duly completed shall be received in the office of 

Controller of Administration, CRRI, New Delhi up to 3.00 p.m., 7
th
 July. 2008  and shall be opened on the 

same day at 3.30 p.m. in the presence of tenderers present. 

The tender documents can also be seen from the Institute web site ñ www.crridom.gov.in ò.  

 

Tenders not accompanied by the requisite earnest money payable through Demand Draft / Bankerôs 

cheque / Cash order in favour of Director, CRRI / Cash receipt, shall be straight -away rejected. 

 

Director, Central Road Research Institute reserves the right to reject any or all the tenders or to accept 

them in part or to reject the lowest tender without assigning any reasons what so ever. 

Administrative Officer  

 

 

http://www.crridom.gov.in/


 

  

CENTRAL ROAD RESEARCH INSTITUTE  

DELHI -MATHURA ROAD, P.O CRRI, NEW DELHI -20 

 

 

 

ñNOTICE INVITING TENDERò 

 
CRRI invites sealed tenders from eligible contractors for the work mentioned hereunder:- 

 

 

S. 

No 

 

Name of the Work 

 

Estimated 

Cost /EMD  

Cost of 

Tender 

 

Date of 

sale of 

tender 

 

Completion 

Period 

1. 

 

Rehabilitation of Columns, 

beams & replacement of 

balcony parapet of type II & 

type III flats ( 30 nos.) of 

three storey building at CRRI 

staff colony, Maharani Bagh, 

New Delhi-65. 

 

*Rs.  

52,96,697.00/ 
Rs. 1,05,934/- 

 

Rs. 1000.00 

 

13
th
  June  

2008 to 

2
nd

 July 

2008 

 

Twelve months 

*The estimated cost is based on CPWD DSR-2007 for Civil work and SR-07 for Electrical work 

in addition to some market rate items. 

Tender duly completed shall be received in the office of Controller Of Administration, CRRI, 

New Delhi-20, Mathura Road up to 3.00 P.M., on 7
th
 july, 2008.The tender documents can be 

obtained from the office of CO/MBSQ, CRRI staff Colony, Maharani Bagh, New Delhi-65. 

 

The detailed NIT and tender documents can be seen from the web site www.crridom.gov.in .  

 

 

 

Administrative Officer  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

http://www.crridom.gov.in/


 
                             

 

ñNOTICE IN VITING TENDER ò 
 

      1.    Sealed Tenders are hereby invited for the work of ñRehabilitation of Columns, beams & replacement of 

balcony parapet of type II & type III flats ( 30 nos.) of three storey building at CRRI staff colony, 

Maharani Bagh, New Delhi-65. from the Contractors   of appropriate class of C.P.W.D., Railways, 

M.E.S., P&T Department, and/ or from those who have carried out one / two / three similar works of  80% / 

50% / 40% value of estimated cost during last five years for CSIR, other Central/State, Semi-Govt. 

and reputed private organizations. The tenderers are required to produce proof of fulfilling these 

conditions & proof of registration  from sale tax department,   Experience,   and Capability to the full 

satisfaction of the officer issuing the tenders: 

 

2.    Estimated cost is  Rs 52,96,697.00( Rs Fifty Two Lakh, Ninety Six Thousand, Six Hundred, Ninety 
Seven  Only)  based on CPWD DSR-2007 for Civil work and  SR-07 for Electrical work in addition to 

some market rate items. 
 

3.    Time for carrying out the work will be 12 Months (Twelve  Months) and the date of commencement shall 

be reckoned from the tenth day of issue of award letter. 

Note:- There are three building blocks each having three storey. These building blocks will be handed over 

to the contractor in the sequential order i.e. one after the other. When first building  block is completed by 

the contractor in all respect after renovation and handed over to Director,  CRRI  then the possession of 2
nd  

building
  
 block will be given to the contractor. When 2

nd
 building block is completed by the contractor in 

all respect after renovation and handed over to Director, CRRI  then the possession of 3
rd
 building block 

will be given to the contractor. On an average, time frame to complete will be four months for  renovation 

work for each building blocks. The total duration allocated for these three blocks is 12 months. 

 

4      Complete contract documents to be complied with by the tenderer whose tender may be accepted can     be 

seen at the office of  CO (MBSQ), CRRI Staff Colony Maharani Bagh New Delhi 65. 

 

5.    Tenders should be on the specified form (Non-Transferable), which  may be obtained from the office of the 

of CO ( MBSQ ), CRRI Staff Colony Maharani Bagh New Delhi 65.during office hours on payment of 

Rs.1000 /-( One Thousand  only) in cash (Non-Refundable) or as demand draft of a scheduled bank  in 

favors of  Director  CRRI Delhi Mathura Roads New Delhi 20. Sale of   tenders shall be from  13
th
  June  

2008 to 2
nd 

 July 2008.during office.  

 

     6 (i) Tenders should be submitted in double sealed covers super-scribed with the name of the work, date and time 

of opening written both on the inner and the outer envelopes. They will be received up to 3.00 p.m. on 

07/07/2008 and will be opened at 3.30 p.m. on the same day in the office of Controller of 

Administration/SO(EII), C.R.R.I., New Delhi ï 110 020. Tenders should be dropped in the tender box 

before the closing date and time indicated. In case these are sent by post, these should be sent by Registered 

post/Speed post addressed to ñThe Director, Central Road Research Institute (C.R.R.I.), Delhi Mathura 

Road, New Delhi ï 110020ò. Tenderers are to ensure that they post the tender well in advance so as to 

reach before the closing date and time indicated. 

 

       (ii) The tender and earnest money shall be placed in separate sealed envelopes each marked ñTenderò and 

ñEarnest Moneyò respectively. In cases where earnest money in cash is acceptable, the same shall be 

deposited with the Cashier of the Division and the receipt placed in the envelope meant for earnest money. 

Both the envelopes shall be submitted together in another sealed envelope. The envelope marked ñTenderò 

of only those tenderers shall be opened, whose earnest money placed in the other envelope is found to be in 

order. 

 

   7   (i) The Earnest money amounting to Rs. 1,05,934.00 ( One Lakh, Five Thousand, Nine Hundred Thirty 
Four Only ) in cash or in demand draft or pay order  or F.D.R. of a scheduled bank issued in favors of 

Director, C.R.R.I., New Delhi-20 should accompany the tender. When amount of earnest money is more 



than Rs. 5 lakh, part of earnest money is acceptable in the                                                                        

form of  bank guarantee also. In such a case, minimum 50% of earnest money (but not less 

than Rs.5 lakh) or Rs.25 lakh, whichever is less, will have to be depoited in form of D.D. 

/pay order and for balance amount of earnest money, bank guarantee will be acceptable. 

Tenders received without earnest money will be invalid. 

 

(ii )       Earnest Money submitted in the form of Fixed Deposit Receipts/D.D./Pay Order should be 

pledged in favour of the tender inviting authority. It will be issued by Scheduled Banks and valid 

for a period of six months or more after last date of receipt of tenders. 

 

(iii ) If any tenderer withdraws his tender within the validity period or makes any modifications in the 

terms and conditions of the tender which are not acceptable to the Department, then CSIR shall, 

without prejudice to any other right or remedy, be at liberty to forfeit 50% (fifty per cent) of the 

earnest money absolutely. 

 

(iv)        100% Earnest money will be forfeited if the contractor fails to commence the work within the 

stipulated period after the award of work. 

 

8. The employer does not bind himself to accept the lowest or any tender and reserves to 

himself the right of accepting the whole or any part of the tender and the tenderer shall be 

bound to perform the same at the rates quoted. All tenders, in which any of the prescribed 

condition is not fulfilled or any conditions including that of conditional rebate is put for by 

the tenderer, shall be ñsummarily rejectedò. 

 

9. Canvassing in connection with the tenders is prohibited and the tenders submitted by the 

contractor who resort to canvassing are liable for rejection. 

 

10. The tenderer shall not be permitted to tender for works in the concerned unit of C.S.I.R. in 

which a relative is posted in the grade between Controller of Administration and Junior 

engineer (Both inclusive) He shall also intimate the name of the persons who are working 

with him in any capacity or subsequently employed by him and who are relatives as 

mentioned above. 

 

Note: A person shall be deemed to be a relative of another if, and only if, (a) they are members of 

a Hindu undivided family (b) they are husband and wife (c) the one is related to the other in the 

following manner: father, mother (including step mother, son (including step son), Sonôs wife, 

Daughter (including step daughter), Fatherôs father, Sonôs son, Sonôs sonôs wife, Sonôs daughter, 

Sonôs daughterôs husband, Daughterôs husband, Daughterôs son, Daughterôs sonôs sonôs wife, 

Daughterôs daughter, Daughterôs daughterôs husband, Brother (including step brother), Brotherôs 

wife, Sister (including step sister), Sisterôs husband. 

     

11. Tenders submitted shall remain valid for 90 days from the date of opening for the purpose of 

acceptance and award of work. 

 

12. The tenderer shall quote rates both in figures and words. He shall also workout the amount 

for each item of work and write in both figures and words. On check if there are difference 

between the rates quoted by the tenderer in words and in figures or in the amount worked out 

by him, the following procedure shall be followed: 

 

i) When there is difference between the rates in figures and in words, the rates, which 

correspond to the amount worked out by the tenderer, shall be taken as correct. 



ii ) When the amount of an item is not worked out by the tenderer or it does not 

correspond with the rate written either in figure or in words the rate quoted by the 

tenderer in words shall be taken as correct. 

iii ) When the rate quoted by the tenderer in figures and in words tallies but the amount is 

not worked out correctly the rate quoted by the tenderer shall be taken as correct and 

not the amount. 

 

13. The tenderer should see drawings and in case of doubt obtain required particulars, which may 

in any way influence his tender from the Engineer as no claim whatsoever will be entertained 

for any alleged ignorance thereof. 

 

14.  Before tendering, the tenderer shall inspect the site to fully acquaint himself about the conditions 

in regard to accessibility of site, nature and extent of ground, working condition of site and 

locality including stacking of materials, installations of tools & plants etc., conditions 

affecting accommodations and movement of labour etc. required for the satisfactory 

execution of the work contract. No claim whatsoever on such accounts shall be entertained by 

the Employer in any circumstances. 

 

15         (i)   Except writing rates and amount in words and figures, the tenderer should not write any 

conditions or make any changes, additions, alterations and modifications in the printed form 

of tenders.  

  

(ii)  Tenderers who wish to offer unconditional  rebates may ensure that the same is entered in 

the appropriate column on page of Abstract Cost only. Tender having conditional rebates in 

any form is liable to be rejected. 

 

16.  Some of the provisions of General Conditions of Contract are given below. Interpretation   

however shall be as given in the General Conditions of Contract. 

 

a. DEFECT LIABILITY PERIOD ï Is of twelve months from the date of completion as 

certified by the employer 

b. Payment: Minimum value of work for intermediate certified Rs. 1,00000 ( One Lakh). 

Intermediate Certificated for a lesser amount can be admitted for payment the description 

of the Engineer.  

c. SECURITY DEPOSIT: A Sum of @ 10% of the gross amount of the bill shall be 

deducted form the each running bills of the contractor till the sum along with the sum 

already deposited as Earnest Money, will amount to security deposit of 5% of the 

tendered value of the work. In addition, the contractor shall be required to deposit an 

amount equal to 5% of the tendered value of the contract as performance security within 

the period prescribed for commencement of work in the letter of award issued to him. 

 

d.  COMPENSATION: Contractor shall pay as compensation an amount equal to 1.0%  ( 

One percent) or such smaller amount as the Employer (whose decision in writing shall be 

final) may decided on the cost of the whole work as shown in the agreement, for every 

week that the work remains uncommenced or unfinished or due quantity of work remains 

incomplete after the proper dates. Compensation to be paid shall not be exceeding 10% 

(Ten percent) of the estimated cost of the work as shown in the agreement. 

 

 

 



17. No material will be issued by the department. All materials for the work including cement and 

steel will be procured/arranged by the contractor at  his own cost. The department will not supply 

any materials which are to be used in the work. For procurement of cement and steel by the 

Contractor the instructions/ conditions contained in the enclosed Annexure ó óAô will be 

applicable. 

 

18.  For all specialist jobs e.g. electrical, air conditioning, Public address, fire protection, 

security/surveillance and building   management systems, technical (covering   general conditions 

and commercial terms) and financial offers will be given separately in two part bid system and 

the terms of payments shall be as under: 

 

i) 75% of the rates on pr rata basis after delivering & inspection of materials 

at site and acceptance of the same by óEngineerô. 

ii ) 10% of the rates on pro-rata basis after installation and acceptance of the 

same by óEngineerô 

iii ) 10% of the rates on pro-rata basis after testing & commissioning of the 

equipment to the satisfaction of óEngineerô. 

iv) Balance 5% on handing over of installation 

 

 

1. Purchase preference will be given to Central Public Sector Enterprise (CPSE) for award of works 

costing between Rs. 5 crores to Rs. 100 crores as per 14.6.1. In CPWD Manual 2003 and OM No. 

DPE/13(12)/2003-Fin Vol. II dated 18.7.05 issued by department of Public Sector Enterprises, 

Govt. of India. 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

                                                                                            
 

 

 

 



                                                                                       

 

 

Scope of work  

 
A) Renovation of 30 staff quarters: ( CIVIL WORKS)  

 

1) Renovation of toilets: 

 

I. Replacing the floor by terrazzo flooring and skirting / Dado by the ceramic glazed tiles. 

II . Replacement  of door shutters  & frame of bath rooms.  

III . Replacement of the W.C sheet by new Indian sheet including all fittings. 

 

2) Renewal of floorings: 

Replacing the floors of all bed rooms/drawing rooms/kitchen/lobby/balcony by terrazzo flooring. 

 

3) RCC slab over Block C-1 toC-6(three storey): 

 

Provision of  RCC slab over precast channel of above blocks to release the load from damaged 

precast channel. 

 

4) RCC slab of water tanks: Replacement of  top R.C.C.slab of over head water tanks of three nos. 

blocks.  

 

5) Separate scaffolding for repairing of blocks under various items: 

 

The separate scaffolding item of DSR-2007 meant for out side  repairing work viz: gunniting & 

outer side of plaster.   

 

6) Curtain rods:   Stainless steel rods for curtain rods in all three blocks 

 

7) White washing & painting ( internal) 

 

All walls & ceilings to be treated with 2 mm thick POP  followed with a coat of acrylic/ oil bound 

distemper except kitchen, bath & WC  and all ceiling, which will be done with white wash, 

Synthetic enamel paint on all wood works and steel  works. 

 

8) External finishing  

 

a. Rough cast plaster on outer side walls of the three nos. of blocks shall be done. 

 

b. Water proofing treatment over top of the slab by brick bat Coba  three blocks . 

 

c. Replacement of balcony parapet by grill to the  back side of  30 nos.flats. 

 

d. The soil waste pipe have to be replaced by CI pipe also the rain water pipe have to be 

replaced by PVC rain water pipes. 

 

e. The rib of the channel beams is to be repaired by polymer modified mortar/ concrete.  

f. The beams, plinth beams & RCC columns of the blocks  shall be repaired by Gunniting. 



 

9) Water proofing treatment of the water tanks & sunshade by polymer modified slurry. 

 

10) The internal water supply net work  line & its fitting shall be replaced . 

 

11) The cement concrete Jali shall be replaced by new one. 

 

12) The brick work  on parapet walls as  projected from the wall. 

 

13) Structural steel work in single section shall be used in beam strengthing where required. 

 

14) The mumty doors shall be replaced by MS. Sheet doors.  

 

15)  Kota stone on corridors of type B blocks & staircase of three nos. of blocks.  

 

16)  Replacement of Cement concrete flooring of damaged portion / area in stores & garages. 

 

17) Sink in kitchen in all three blocks  

 

18)  Wash basin in C type block.  

 

19) Buy back item: 

 

The some items of the scrape shall be taken as buy back items. 

 

B) ELECTRICAL WORKS  

 

1. Replacement of wiring i/c switch board & socket  by new  wiring work of three nos. of blocks. 

 

2. Provision of earthing/MCB& conducting. 

I    Type B  staff quarters. 
a. Provision of call  bell  

b. Provision of power points in Kitchen & Bathroom 

c. Provision of exhaust fan points in kitchen & toilet 

d. Provision of tube lights in bedrooms 

e. Provision of telephone & TV socket. 
 
  II.  Type C staff quarters 

 
a. Provision of call  bell.  

b. Provision of power points in Drawing room & Bathroom. 

c. Provision of exhaust fan points in kitchen & toilet. 

d. Provision of tube lights in Drawing room & bedrooms. 

e. Provision of telephone & TV sockets  

 

 

 

 



 

 

 
1.                                 LIST OF APPROVED BRANDS FOR MATERIALS 
2.  
3.            MATERIAL                                                                                 BRAND / QUALITY 
4.                                  
5. 1. Lamination sheet                                    Century/Formica/ Decolam/ Greenlam/ Nationai or 

equivalent 
6.                                                         
7.  2.  Prelaminated   Board                             Novapan/ Bhutan /Green/National or equivalent 
8.  
9.          3.  Comm / Teak Board & ply sheets         Duro /Centuryarchitect/ Green / National or equivalent 
10.  
11.  4. Texured Paint                                           Spectrum/ Unitile /Birla /Heritage or equivalent 
12.  
13.        5.  Mirror                                                         Atul/ Twin  Modi or equivalent 
14.  
15.  6. Plain Glass                                                 Modi Guard/ Saint Gobain / Asahi or equivalent 
16.        
17.          7. Enamel Paint                                               Asian / ICI /Berger/ Nerolac or equivalent 
18.  
19.          8. Paint                                                             Asian / ICI /Berger/ Nerolac or equivalent 
20.  
21.          9. Gypsum Board                                            India Gypsum or equivalent 
22.  
23.         10. Aluminium Sections                                  Indalco /Hindalco /  Jindal or equivalent 
24.  
25.         11. Distemper                                                   Asian / ICI / Berger or equivalent 
26.  
27.         12. Veneers                                                  Duro(Natureôssignature)/Century/GreenVeneers or 

equivalent 
28.  
29.         13. Vitrified Tiles                                               Marbito/ Euro/ Asian / Nitco/Orient or equivalent 
30.  
31.        14. Blinds                                                            Mac/ luxalon/ Vista or equivalent 
32.  
33.        16. Cabinet Locks                                               Godrej / Shri Kornark or equivalent 
34.  
35.        17. Door Closer                                                   Door King / Everest / Everite /Britan or equivalent 
36.  
37.        19. False Ceiling Tiles (Minerals)                      USG(Olympia)/ Armstrong or equivalent 
38.                                               ( Metal)                           Arm strong / Hunter Dauglas or equivalent 
39.  
40.        20. Ceramic Tiles                                                Orient / Nitco / Bell / Kajaria / Somany  or 

equivalent 
41.  
42.        21. Flush Door                                                     Durodoor / Tower / Kutti or equivalent 

 
43.        22. Rectified tiles                                                 Marbito /Euro/Asian/Nitco or equivalent 
44.  
45.        23. Sanitary fittings                                              Parryware/Hindware/Cera or equivalent    
46.     
47.        24. C.P. fittings                                                     Parryware/Parko/Jacquar or equivalent 

 



 

 

 

 

48.                                 LIST OF APPROVED BRANDS FOR MATERIALS ( Electrical) 
49.  

       Sl.  

No. 

Description Name of the Manufactured 

1 1.1 kv cables  Gloster, Nicco, C.C.I. ICC, KALINGA  

2 1.1KV XLPE CABLES  Gloster, Nicco, C.C.I. , Universal  

3 Control cables  Gloster, Universal, C.C.I. fort KALINGA 

4 Cables Glands Commet, Gripwel, Siemens type brass double compress ion glands 

SIBG. 

5 Lugs  Dowells / Jainson / equivalent 

6 M.C.C.Bôs L& T / GE ï Alsthom. / Siemens / Cromton  

7 M.C.Bôs L& T / GE ï IndoCopp / Siemens / Cromton, Hevells 

8 Switch Fuse Unit  L&T /GE-Alsthom/Siemens/Crompton 

9 Selector & control Switch Kaycee / L& T/ Siemens/ kappa 

10 Bus Duct Best & crompton / controld & Switch gear /Zeta  

11 Current / Voltage transformer  Automatic Electric/ Kappa/L&T Controlled & switch gear 

12 Meter & metering Equipment  AE./IMP/Rishab  

13 Toggle switch  Kaycee/ Havels  

14 Cotractors  L& T /Seimens /Andrew Yules/ GE/ Alsthom/ ABB 

15 Bush Buttons  L& T /Seimens/ BCH 

16 H.T.O.C.B GE/ Alsthom/ ABB/ Cropmpton 

17 MS CONDUITE  AKG/BEC/NIC/ICI 

18 COOPER & ALUMINIUM 

CONDUCTOR  

National / Kaninga/Gloster/ Plaza/ skyline/sky tone  

19 PVC conduite  Kaninga/ Plaza/ AKG/BEC/ polypack 

20 Indicating lamp L& T /Seimens/ RECO/KAYCEE 

21 AMITOR & VOLT METER A.E./UE/IMP/RISHAB 

22 HT XL PE Cable  Nicco/CCI/GLUSTER/UNIVESAL 

23 Lighting fitting  PHILIPS/ CROMPTON/ BAJAJ/ GE/DECON 

24 CONDUIT ACCESSORIES  RAME/SHARMA/NOBLE 

25 GI PIPE B CLASS JINDAL/ PRAKASH/ TATA 

26 ELECRICAL FIRTING & FIXTURE PHILIPS/ CROMPTON/ BAJAJ 

27 CEILING FANS USHA/ CROMPTON/ BAJAJ 

28 EXHAUST FANS GE/ KHAITAN/CROMPTON 

29 WALL MOUNTING BRACKET FANS USHA/ CROMPTON/ BAJAJ 

30 SWITCH SOCKET/BELL PUSH ANCHOR/ANCHOR-ROMA CRAPREE/of Havels  

31 Ceiling Fan Regulator  ANCHOR/ANCHOR-ROMA CRAPREE/of Havels 

   

 

The above makes are all indicative in case the tenderer  would like to use any other make. He must submit the 

technical literature about the capabilities of the items and get the approval  Engineer In ïcharge  for using the same. 

 

The items for which no makes are specified above only ISI marked and approval by Engineer In ïcharge  shall be 

used. 



 
 

 

SUMMARY SHEET  
  

SCHEDULE Amount ( Rs.) 

  TOTAL OF SCHEDULE  ( A) (CIVIL ) WORKS       Rs.  
  

  
  
  

  TOTAL OF SCHEDULE  ( B) Buy Back items     Rs  
    

(-) 
 

TOTAL OF SCHEDULE ( C) ELECTRICAL  WORKS Rs.         
   

TOTAL OF SCHEDULE ( D) ELECTRICAL  WORKS Rs.        

    

  
Grand Total  Rs.  

 

 

 

 

 

Signature of Tenderer with date 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

CENTRAL ROAD RESEARCH INSTITUTE  

 

 

ABSTRACT OF COST  

 

 

 
Total cost brought from Summary  Sheet at Page :- 

 

2. Rs.----------------------------------------------------------------- 

 

3. Rebate if any----------------------------------------------------- 

 

4. Net Total  Cost  Rs.--------------------------------------------- 

 

5. Amount in words  

 

( Rupees ------------------------------------------------------------------------------only) 

 

 

 

 

 

 

Signature of Tenderer with date 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



SCHEDULE ïA 

 

 

Sn
o. Description of item Unit 

Quantit
y 

Rate in ( Rs.) 
Amount In 

(Rs.) 

In 
Figure  

In words   

1 Demolishing cement concrete 
flooring  depth as required to 
mosaic flooring   by manually 
including disposal of material 
within campus ( 50 meter lead) as 
directed by the Engineer-in-
charge.   1:3:6 or richer mix                                                

cum 96.00    

2 Demolishing R.C.C. work by 
manually/ by mechanically 
including stacking of steel bars 
and disposal of unserviceable 
material within 50 meter lead  as 
directed.. 

cum 16.00    

3 Demolishing brick work by 
manually including stacking of 
serviceable material and disposal 
of unserviceable material within( 
50 meter lead)   Campus as 
directed by the Engineer-in-
charge.  In cement mortar.  

cum 27.00    

4 Dismantling doors, windows and 
clerestory windows (steel or 
wood) shutter including 
chowkhats, architrave, holdfasts 
etc. complete  and stacking within 
50 metres lead:  Of area 3 sq. 
metres and below                                

each 100.00    

5 Cutting chase in Brick masonry 
walls/ flooring  for following 
diameter sand cast 
iron/centrifugally cast ( spun)  iron 
pipes and making good the same 
with cement concrete 1:3;6 ( 1 
cement : 3 corse sand :6  graded 
stone aggregate 12.5  mm 
nominal size) including necessary 
plaster and pointing in cement 
mortar 1:4 ( 1 cement :4 coarse 
sand )  75 mm dia. 

meter 46.00    

6 Demolishing mud phaska in 
terracing and disposal of material 
within 50 meters lead 

cum 182.00    

7 Dismantling C.I.  pipe with fittings 
and clamps with  trap, bend, Tee 
etc. including stacking the 
material within colony  Campus 
as directed by the engineer-in-

       



charge.  up to 50 metre.                

a 75 to 80 mm dia pipe  metre 192.00    

b 100 mm dia pipe  metre 200.00    

8 Dismantling G.I. pipes (external 
/internal) canceled wherever 
required  including excavation 
and refilling with mortar after 
taking out the  pipes, including 
stacking of pipes within  campus 
as directed by the engineer-in-
charge. 15 mm to 40 mm nominal 
bore   ( 50 meter lead)       

metre 300.00    

9 Dismantling old plaster or skirting 
raking out joints and cleaning the 
surface for plaster including 
disposal of rubbish to the  
dumping ground within 50 metres 
lead. 

                  

Sqm               
2135.00    

11 Fixing chowkhats in existing 
opening including embedding 
chowkhats in floors or walls 
cutting masonry for holdfasts 
embedding hold fasts in cement 
concrete blocks with cement 
concrete 1:3:6 (1 cement : 3 
coarse sand : 6 graded stone 
aggregate 20 mm nominal 
size)painting two coats of coal tar 
to sides of chaukhats and making 
good the damages to walls and 
floors as required complete 
including disposal of rubbish to 
the dumping ground within 50 
metres lead  Door chowkhats        

each 60.00    

12 Earth work in excavation in 
foundation by mechanical means 
( hydraulic excavator)/ manual 
means in foundation trenches or 
drains (not exceeding 1.5 m in 
width or 10 sqm on plan) 
including dressing of sides and 
ramming of bottoms, lift upto 1.5 
m, including getting out the 
excavated soil and disposal of 
surplus excavated soil as directed 
within 50 meter lead :all kind of 
soil  

cum 15.00    

13 Providing and laying in position 
cement concrete of specified 
grade excluding the cost of 
centering and shuttering - All work 
upto plinth level  

       



A 1:2:4 (1 Cement : 2 coarse sand : 
4 graded stone  aggregate 20 mm 
nominal size)  

cum 33.00    

B 1:4:8 (1 Cement : 4 coarse sand : 
8 graded stone  aggregate 40 mm 
nominal size)  

cum 4.00    

14 Extra for concrete work in 
superstructure above floor V level 
for each four floors or part thereof 

cum 27.00    

15 Making plinth protection 50mm 
thick  of cement concrete 1:3:6 (1 
cement : 3 coarse sand : 6 
graded stone aggregate 20 mm 
nominal size) over 75mm bed of 
dry brick ballast 40mm nominal 
size well rammed and 
consolidated and grouted with 
fine sand including  finishing the 
top smooth.  

sqm 152.00    

16 Reinforced cement concrete work 
in  beams, suspended floors, 
roofs having slope upto 15°, 
landings, balconies, shelves, 
chajjas, lintels, bands, plain 
window sills, staircases and spiral 
stair cases upto floor five level 
excluding the cost of centering, 
shuttering, finishing and 
reinforcement with  1:2:4 (1 
Cement : 2 coarse sand : 4 
graded stone aggregate 20mm 
nominal size) upto floor five level. 

cum          12.00    

17 Centering and shuttering 
including strutting, propping etc. 
and  removal of form for: removal 
of form for: Suspended floors, 
roofs, landings, balconies and 
access platform. 

sqm 46.00    

18 Reinforcement for R.C.C. work 
including straightening, cutting, 
bending, placing in position and 
binding all complete . Cold twisted 
bars 

kilogram 2000.00    

19 Brick edging 7 cm wide 11.4 cm 
deep to plinth protection with 
bricks of class designation 75 in 
cluding grouting with cement 
mortar 1:4 ( 1 cement :4 fine sand 
) 

metre 225.00    

20 Carriage of materials by 
mechanical transport including 
loading unloading and stacking 
up to .5 Km as per Engineer-In-
Charge Lime ,moorum, building 

cum 380.00    



rubbish,earth,manure or 
sludgeand excvated rocks Lime, 
moorum building rubbish 

21 Providing, precast cement 
concrete Jali 1:2:4 (1 Cement : 2 
coarse sand : 4 stone aggregate 
6mm  nominal size) reinforced 
with 1.6 mm dia mild steel wire 
including centring and shuttering, 
roughening cleaning, fixing and 
finishing in cement mortar 1:3 (1 
cement :3 fine sand) etc.complete 
excluding plastering of the 
jambs,sills and soffits.50 mm thick 

sqm 60.00    

22 Brick work with F.P.S. bricks of 
class designation 75 in  
foundation and plinth in :Cement 
mortar 1:4 (1 cement : 4 coarse 
sand) 

cum 6.00    

23 Brick work with F.P.S. bricks of 
class designation 75 in  
superstructure above plinth level 
up to floor V level in all shapes 
and size in :Cement mortar 1:4 (1 
cement : 4 coarse sand) 

cum 56.00    

24  Brick work 7.0 cm thick 5 cm 
projected from wall face, in bricks 
of class designation 75 laid in 
cement mortar 1:3(1 cement : 3 
coarse sand)  in superstructure 
over parapet wall. 

sqm 102.00    

25 Providing and fixing factory made 
ISI marked steel glazed doors, 
windows and ventilators 
side/top/centre hung with beading  
and members such as K 11 B and 
K 12 B etc.complete of standard 
rolled steel sections, joints mitred 
and flash butt welded and sash 
bars tenoned and riveted with 
15x3mm lugs, 10cm long, 
embedded in cement concrete 
blocks 15x10x10cm of 1:3:6 (1 
cement : 3 coarse sand : 6 
graded stone aggregate 20mm 
nominal size) or with wooden 
plugs and screws or rawl plugs 
and screws or with fixing clips or 
with bolts and nuts as required, 
including providing and fixing of 
hinges, pivets, float                                                                          
glass panes with glazing clips and 
special metal sash putty of 

kg 310.00    



approved make and a  priming 
coat of approved steel primer ; 
excluding the cost of metal 
beading and other fitting except 
necessary hinges or pivots 
complete as per approved design. 

26 Structural steel work in single 
section fixed with connecting 
plate including cutting,  hoisting, 
fixing in position and applying a 
priming coat of approved steel 
primer  all complete: 

kilogram 1000.00    

27 Providing and fixing 1mm thick 
M.S. sheet  door with frame of 
40x40x6mm angle iron and 3mm 
M.S. gusset plates at the 
junctions and corners, all 
necessary fittings complete, 
including applying a priming coat 
of approved steel primer. 

       

A Using M.S. angels 40x40x6 mm 
for diagonal braces sqm 3.00    

B Using flats 30x6mm for diagonal 
braces and central cross piece sqm 8.00    

28 Steel work welded in built up 
sections/framed work including 
cutting hoisting, fixing in position 
and applying a priming coat of 
approved steel primer using 
structural steel etc.as required. In 
gratings, frames, guard bar, 
ladders, railings, brackets, gates 
& similar works. 

kilogram 3420.00    

29 Kota stone slab flooring over 
20mm (average) thick  base laid 
over and jointed with grey cement 
slurry mixed with pigment to 
match the shade of the slab 
including rubbing and polishing 
complete  with base of cement 
mortar 1 : 4 ( 1 cement : 4 coarse 
sand) : 25 mm thick   

sqm  255.00    

30 Kota stone slabs 25 mm thick in 
risers of steps, skirting, dado and 
pillars laid on 12 mm (average) 
thick cement mortar 1:3 (1 
cement 3 coarse sand) and 
jointed with grey cement slurry 
mixed with pigment to match the 
shade of the slabs, including 
rubbing and polishing complete. 

sqm 140.00    

31 Extra  for Kota stone in treads of 
steps and riser using single 
length up to 1.05 metre: 

sqm 100.00    



32 40mm thick marble chips flooring, 
rubbed and polished to granolithic 
finish, under layer 28mm thick 
cement concrete 1:2:4 (1 cement 
: 2 coarse sand : 4 graded stone 
aggregate 12.5mm nominal size) 
and top layer 12mm thick with 
white, black, chocolate, grey 
yellow or green marble chips of 
sizes from 7mm to 10mm nominal 
size laid in cement marble powder 
mix 3:1 (3 cement : 1 marble 
powder) by weight in proportion of 
2:3 (2 cement marble powder mix 
: 3 marble chips) by volume 
including cement slurry etc. 
complete  : with ordinary cement 
without any pigment. 

sqm 1400.00    

33 Marble chips skirting (upto 30 cm 
height) rubbed and polished to 
granolithic finish, top layer 6mm 
thick with white, black, chocolate, 
grey, yellow or green marble 
chips of sizes from smallest to 4 
mm nominal size laid in cement 
marble powder mix 3:1 (3 cement 
: 1 marble powder) by weight in 
proportion of 4:7 (4 cement 
marble powder mix : 7 marble 
chips) by volume :  with ordinary 
cement  

sqm 225.00    

34 Providing and fixing glass strips in 
joints of terrazo / cement concrete 
floors.40 mm wide and 4 mm 
thick.   

metre 1480.00    

35 Cement concrete flooring 1:2:4 (1 
cement : 2 coarse sand : 4 
graded stone aggregate) finished 
with a floating coat of neat 
cement including cement slurry, 
but excluding the cost of nosing 
of steps etc. complete.  40mm 
thick with 20mm nominal size 
stone aggregate            

sqm 210.00    

36 Cement plaster skirting (upto 30 
cm height) with cement mortar 1:3 
(1 cement : 3 coarse sand) 
finished with a floating coat of 
neat cement.18 mm thick  

sqm 24.00    



37 Making khurras 45x45cm with 
average minimum thickness of 5 
cm  cement concrete 1:2:4 (1 
cement : 2 coarse sand : 4 
graded stone aggregate of 20mm 
nominal size) over P.V.C. sheet 
1mx 1mx400 micron, finished with 
12mm cement plaster 1:3 (1 
cement : 3 coarse sand) and a 
coat of neat cement rounding the 
edge sand making and finishing 
the outlet complete. 

each 20.00    

38 Providing and fixing on wall face 
unplasticised - Rigid PVC rain 
water pipes conforming to IS : 
13592 Type A including jointing 
with seal ring conforming to  IS : 
5382 leaving 10 mm gap for 
thermal expansion.  (i) Single 
socketed pipes 110 mm diameter 

metre 220.00    

39 Providing and fixing on wall face 
unplasticised - PVC moulded 
fittings/accessories for 
unplasticised - Rigid PVC rain 
water pipes conforming to IS : 
13592  Type A including jointing 
with seal ring conforming to IS : 
5382 leaving 10 mm gap for 
thermal expansion. 

       

A Coupler 110 mm 
each 20.00    

B Single tee with door110x110x110 
mm each 30.00    

C Bend  87.5°110 mm bend 
each 40.00    

40 Providing and fixing unplasticised 
-PVC pipe clips of approved 
design to unplasticised - PVC rain 
water pipes by means of 
50x50x50mm hard wood plugs, 
screwed with M.S. screws of 
required length including cutting 
brick work and fixing in cement 
mortar 1:4 (1 cement : 4 coarse 
sand) and making good the wall 
etc. complete.110 mm. 

each 126.00    

41 Providing and fixing to the inlet 
mouth of rain water pipe cast iron 
grating 15 cm diametre and 
weighing not less than 440 
grams. 

each 40.00    



42 Providing and fixing water closet 
squatting pan ( Indian type W.C. 
pan ) with 100mm sand cast Iron 
P or S trap, 10 litre low level white 
P.V.C. flushing cistern with 
manually controlled device 
(handle lever) conforming to IS : 
7231 with all fittings and fixtures 
complete including cutting and 
making good the walls and floors 
wherever required. White Vitreous 
china Orrisa pattern  W.C. pan of  
size 580x440 mm with integral 
type foot rests. 

each 30.00    

43 Providing and fixing  Stainless 
Steel A ISI 304 (18/8) kitchen sink 
as per I.S. 13983 with C.I. 
brackets and stainless steel plug 
40 mm including painting of 
fittings and brackets/ angle iron 
as required, cutting and making 
good the walls wherever required  
:Kitchen sink without drain board 
:610x510 mm bowl depth 200mm( 
make of Jaina, Anupam or 
equivalent) 

each 30.00    

44 Providing and fixing wash basin 
with C.I./M.S. brackets, 15 mm 
C.P. brass pillar taps, 
Kingston/Gem/Techno/Parko, 32 
mm C.P. brass waste of standard 
pattern,  including  painting of 
fittings and brackets, cutting and 
making good the walls wherever 
require :A] White Vitreous china  
Wash basin size 550x400 mm 
with single 15 mm C.P.brass pillar 
taps                 

each 6.00    

45 Proving & fixing 600x450 mm 
beveled edge mirror of superior 
glass ( of approved quality) 
complete with 6 mm thick hard 
board ground fixed to wooden 
cleats with C.P. brass screws and 
washers complete. 

each 6.00    

46 Providing and fixing 
600x120x5mm glass shelf with 
edges round of supported on 
anodised aluminum angle frame 
with C.P. brass brackets and 
guard rail complete fixed with 
40mm long screws, rawl plugs 
etc., complete 

each 6.00    



47 Providing and fixing soil, waste 
and vent pipes as per IS 1729        

a Sand cast iron S&S pipe   100 
mm dia -1729 metre 120.00    

b Sand cast iron S&S pipe  75 mm - 
1729  metre 230.00    

48 Providing & fixing the joint with 
spun yarn cement slurry and 
cement mortar 1:2 ( 1 cement : 2 
fine sand ) in S.C.I/C.I Pipes 

       

a 75 mm dia pipe 
each 140.00    

b 100 mm dia pipe                                                    
each 70.00    

49 Providing and fixing  M.S. holder-
bat clamps of approved design to 
Sand Cast iron/cast iron (spun) 
pipe embedded in and including 
cement concrete blocks 
10x10x10cm of 1:2:4 mix (1 
cement : 2 coarse sand : 4 
graded stone aggregate 20mm 
nominal size) including cost of 
cutting holes and making good 
the  walls etc.                                                          

       

a For 100 mm dia. pipe  
each 75.00    

b For 75 mm dia. pipe   each 150.00    

50 Providing and fixing bend of 
required degree with access door, 
insertion rubber washer 3 mm 
thick, bolts and nuts complete.  

       

a 100 mm   Sand cast  iron SS as 
per IS-1729       each 30.00    

b 75 mm   Sand cast  iron SS as 
per IS-1729       each 30.00    

51 Providing and fixing single equal 
plain junction  of required degree 
with access door, insertion rubber 
washer 3 mm thick, bolts and nuts 
complete.  

       

A 100x100x100 mm sand cast iron 
S&S as per IS-1729 each 30.00    

B 75x75x75 mm sand cast iron S&S 
as per IS-1729 each 30.00    

52 Providing and fixing single 
unequal plain junction  of required 
degree with access door, 
insertion rubber washer 3 mm 
thick, bolts and nuts complete.  

       



A 100x100x75 mm sand cast iron 
S&S as per IS-1729 each 30.00    

B Providing & fixing collor: 100 mm 
S.C.I.S&S as per 1729 each 30.00    

53 Providing lead caulked joints to 
sand cast Iron / centrifugally cast 
(spun) iron pipes and fitting of  dia 
meter: 

       

A 100 mm dia pipe                                                    
each 60.00    

B 75 mm dia pipe each 60.00    

54 Providing & fixing M.S. stays and 
clamps for  sand cast 
iron/centrifugal cast ( spun) iron 
pi[pes of diameter: 

       

A 100 mm dia pipe                                                    
each 30.00    

B 75 mm dia pipe 
each 30.00    

55 Providing and fixing sand cast 
iron trap of self cleaning design 
with sand cast iron  screwed 
down or hinges grating with or 
without vent arm complete, 
including cost of cutting and 
making good the walls and floors. 

       

A 100 mm inlet and 100 outlet 
centrifugally cast ( spun) iron S& 
S as per IS 3989 

each 30.00    

B 100 mm inlet and 75 outlet 
centrifugally cast ( spun) iron S& 
S as per IS: 1729 

each 30.00    

56 Providing and fixing G.I. pipes 
complete with G.I. fittings and 
clamps, including cutting and 
making good the walls etc. 
(internal work) exposed on wall  
15 mm nominal bore.   

metre 600.00    

57 Providing and fixing G.I. pipes 
complete with G.I. fittings and 
clamps, including cutting and 
making good the walls etc. 
(internal work) Concealed pipe 
including painting with anti 
corrosive bitumastic paint, cutting 
chases and making good the 
wall15mm dia. nominal bore  

metre 600.00    

58 Fixing water meter and stop cock 
in G.I. pipe line including cutting & 
threading the pipe and making 
long screws etc. complete ( cost 
of water meter and stop cock to 

each 30.00    




